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30 CFR Ch. I (7–1–12 Edition) § 56.4501 

§ 56.4501 Fuel lines. 

Fuel lines shall be equipped with 
valves capable of stopping the flow of 
fuel at the source and shall be located 
and maintained to minimize fire haz-
ards. This standard does not apply to 
fuel lines on self-propelled equipment. 

§ 56.4502 Battery-charging stations. 

(a) Battery-charging stations shall be 
ventilated with a sufficient volume of 
air to prevent the accumulation of hy-
drogen gas. 

(b) Smoking, use of open flames, or 
other activities that could create an ig-
nition source shall be prohibited at the 
battery charging station during bat-
tery charging. 

(c) Readily visible signs prohibiting 
smoking or open flames shall be posted 
at battery-charging stations during 
battery charging. 

§ 56.4503 Conveyor belt slippage. 

Belt conveyors within confined areas 
where evacuation would be restricted 
in the event of a fire resulting from 
belt-slippage shall be equipped with a 
detection system capable of automati-
cally stopping the drive pulley. A per-
son shall attend the belt at the drive 
pulley when it is necessary to operate 
the conveyor while temporarily bypass-
ing the automatic function. 

§ 56.4530 Exits. 

Buildings or structures in which per-
sons work shall have a sufficient num-
ber of exits to permit prompt escape in 
case of fire. 

§ 56.4531 Flammable or combustible 
liquid storage buildings or rooms. 

(a) Storage buildings or storage 
rooms in which flammable or combus-
tible liquids, including grease, are 
stored and that are within 100 feet of 
any person’s work station shall be ven-
tilated with a sufficient volume of air 
to prevent the accumulation of flam-
mable vapors. 

(b) In addition, the buildings or 
rooms shall be— 

(1) Constructed to meet a fire resist-
ance rating of at least one hour; or 

(2) Equipped with an automatic fire 
suppression system; or 

(3) Equipped with an early warning 
fire detection device that will alert any 
person who could be endangered by a 
fire, provided that no person’s work 
station is in the building. 

(c) Flammable or combustible liquids 
in use for day-to-day maintenance and 
operational activities are not consid-
ered in storage under this standard. 

WELDING/CUTTING/COMPRESSED GASES 

§ 56.4600 Extinguishing equipment. 
(a) When welding, cutting, soldering, 

thawing, or bending— 
(1) With an electric arc or with an 

open flame where an electrically con-
ductive extinguishing agent could cre-
ate an electrical hazard, a multipur-
pose dry-chemical fire extinguisher or 
other extinguisher with at least a 2– 
A:10–B:C rating shall be at the work-
site. 

(2) With an open flame in an area 
where no electrical hazard exists, a 
multipurpose dry-chemical fire extin-
guisher or equivalent fire extin-
guishing equipment for the class of fire 
hazard present shall be at the worksite. 

(b) Use of halogenated fire extin-
guishing agents to meet the require-
ments of this standard shall be limited 
to Halon 1211 (CBrClF2) and Halon 1301 
(CBrF3). When these agents are used in 
confined or unventilated areas, pre-
cautions based on the manufacturer’s 
use instructions shall be taken so that 
the gases produced by thermal 
decompostion of the agents are not in-
haled. 

§ 56.4601 Oxygen cylinder storage. 
Oxygen cylinders shall not be stored 

in rooms or areas used or designated 
for storage of flammable or combus-
tible liquids, including grease. 

§ 56.4602 Gauges and regulators. 
Gauges and regulators used with oxy-

gen or acetylene cylinders shall be 
kept clean and free of oil and grease. 

§ 56.4603 Closure of valves. 
To prevent accidental release of 

gases from hoses and torches attached 
to oxygen and acetylene cylinders or to 
manifold systems, cylinder or manifold 
system valves shall be closed when— 

(a) The cylinders are moved; 
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